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HIDE-A-FLASH STROBE KIT
1. Since the strobe lighthead willshare the same reflector as the headlight, brake light,or corner light,make sure the strobe

tube does not interfere withthe proper operation of the currently existing lights:
2. After taking the "Composite"reflector assembly from the vehicle, select a surface in the.rear or bottom of the "Composite."

housing which is as flat as possible. Cut a 1-inch clearance hole for the strobe lightinto the housing. Use the strobe light
head gasket as a template to mark the location of the two mounting screws.

3. Mountthe power supply on a metal surface in a clean, dry location, using the power supply as a template to mark the
hole location.NOTE: Thepower supply base plate must be connected to chassis ground to reduce radio interference.
This power supply is NOTwaterproof.

4. String the 3.conductor cable (figureA) fromthe power supply location to the remote strobe lighthead.NOTE: The end
of the3 conductor cable with the closed tip terminals (male pins) are to be connected to the strobe power supply, the
open ended terminals (female sockets) are to connect to the strobe lighthead assembly.

Keep in mind the followinn:
~ Heads 1, 3 and 5 flash at the same time.
~ Heads 2, 4 and 6 flash at the same time.
~ Heads 1, 3 and 5 always alternate with heads 2, 4, and 6.
5. Installthe AMP3 socket housing onto the end of the 3-conductor power cable to be connected to the strobe

power supply. Connect this cable to one of the strobe lightoutlets located on the strobe power
supply. Repeat the installation instructions for the other remaining strobe lightheads.

6. Ifyou have purchased a pre wired switch harness, followthe included instructions. Ifyour are wiringthe system yourself
followthe instructions belowand the diagrams on the next page.

POWER HARN~~S;.
~ Connect the REDwire to battery positive (+) or a fuse panel circuit rated for at least 15 AMPS.
~ Connect the BLACKwire to battery negative (-) or directly to vehicle chassis.

NOTE:Usethecorrectsizewireforpowerconnections.Thelengthof the wiresdeterminesthe sizeneeded.
1 to 10 ft. use 18AWG wire.
10to 20ft. use 16AWGwire.
20 to 35ft. use 14AWGwire.
35 to 50ft. use 12AWGwire.

TheVIOLETwirecontrolsHIGHILOWpower. Lowpowerlimitsthe flashintensityfor nighttimeuse. ConnectVIOLET
TO+12/24for LOW,leaveVIOLETdisconnectedfor HIGH.
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CONTROL HARNESS:
BLUE: Enables Heads 1& 2 when connected to+12/24 V
GREEN: EnablesHeads 2 & 4 when connected to +12/24V
YELLOW: Enables Heads 5 & 6 whenconnectedto +12/24V
WHITE + ORANGE: Selects the Flash Pattern as follows:
The White and Orange wires select the flash typeaccording to this chart:
The Violet wire controls the LOW power function. Connecting Violetto +12/24 volts putsthe power supply in LOW power
mode.

NOTE: If the ControlConnector is not "Iuaaed In.or noneof the Blue. Green or Yellowwires are connected to
+12124V. there will beno out,,"t. (Since the unit is in shutdown modeIMPORTANT INFORMATION FOR
INSTAllATIONS USINGSHIELDEDCABLE. .

On the end of the cable at the strobe head, cut the shield flush with the cable jacket. On the other end of the cable, by the
power supply, the shield wire is to be grounded to the vehicle chassis to reduce radio or other communication system
interference. ALWAYS KEEP THIS WIRE AS SHORT AS POSSIBLE WHEN GROUNDING. If this ground shield wire is not
to be installed cut it flush with cable jacket.

WARNING: The strobe power supply is a high voltage device, therefore do not remove strobe tubes or dismantle light heads
while unit is operating. Always wait ten minutes after turning off the power before starting any trouble shooting work.

TROUBLESHOOTING:
Blown Fuse: The power supply will blow a fuse if the input voltage is reversed. If this happens, first locate the wiring fault, and
then replace the fuse with one of the same rating.

Erratic behavior (and/or) shutdown: The power supply will shut down if there is a short circuit condition on anyone of the
strobe heads. If the electrical conductors connecting the power supply to the strobe heads are exposed to water a short
circuit will result. The first sign is intermittent operation, followed by complete shutdown of the strobe system. To find the
short circuit, unplug all strobe head cables from the power supply. Test one cable head at a time until the problem is found.



To select a flash pattern;
Find desired pattern in the table. Connect wires marked
POWER to +12/24V. Leave all other control wires
disconnected.
Example: To select pattern 7, connect YELLOW and
GREEN to +12/24V. Don't connect white, orange, or blue.
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DIAGRAM 1:
-FIXEDFLASH PATTERN,
AlL HEADS
eHIGHIOfFIlOW SWITCHING
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Control Connector
ALL WIres From Control

Connector. Connect to Batt8ry

Orange & WhIt8 WIres
D8t8rmte f8 flesh type. COnnIIc:t

10 +12124V IICGORIIng to ch8Jt
below. ......----
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DIAGRAM 2:
eFlXED FLASH PATTERN,
eSELEC11VESWITCHING
eHIGH/OFFA..OWSWITCHING
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Orange & WhII8 WIres
Del8nn1e f8 tIa8h type. Connec:t

In +12124V according to ch8tI:
below.

WIRE FlASH 1YPE
NONE IQuadf18ah

Pattern White Ol3noe Yellow Green Blue Function
1 Shutdown
2 Power Quad Flash, 1 Alt2
3 Power Quad Flash 3 Aft4
4 Power Power Quad Flash 1+3, Aft2+4
5 Power Quad Flash, 5 Ait6
6 Power Power Quad Flash, 1+5 Aft2+6
7 Power Power Quad Flash,3+5 A1t4+6
8 Power Power Power Quad Flash 1+3+5Aft2+4+6
9 Power Shutdown
10 Power Power Meaa Flash, 1 Ait2
11 Power Power Moaa Flash, 3 Aft4
12 Power Power Power M!(]a Flash, 1+3, Aft2+4
13 Power Power M a Flash, 5Att6
14 Power Power Power M a Flash, 1+5 Ait2+6
15 Power Power Power M a Flash,3+5 Ait4+6
16 Power Power Power Power Meoa Flash, 1+3+5 Aft2+4+6
17 Power Shutdown
18 Power Power QuintuoleFlash, 1 Aft2
19 Power Power QuintuoleFlash, 3 Ait4
20 Power Power Power QuintuoleFlash 1+3,Aft2+4
21 Power Quintuple Flash, 5 Aft6
22 Power Power Quintuple Flash, 1+5 Aft2+6
23 Power Power QuintupleFlash,3+5 Att4+6
24 Power Power Power Quintuple Flash, 1+3+5 All2+4+6
25 Power Power Shutdown
26 Power Power Power Double Flash, 1 Ait2
27 Power Power Power Double Flash, 3 Ait4
28 Power Power Power Power Double Flash, 1+3 Ait2+4
29 Power Power Power Double Flash, 5 Ait6
30 Power Power Power Power Double Flash, 1+5Aft2+6
31 Power Power Power Power Double Flash,3+5 Att4+6
32 Power Power Power Power Power Double Flash, 1+3+5 All2+4+6

Aft = 'Alternates with'
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UGHTHEAD RUBBER
MOUNTING ASSEMBLY GASKET MOUNTING

AMP3 POSITION SCREWS../' ../' SURFACE
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FIGURE A

Amp 3 Pin Connector
Housing To Be Mated
With The Amp 3
Position Socket On
The Power Supply.

Insert Wires With Pins Into The
Proper Locations In The Housing:
RED WIRE - Hole 1
BLACK WIRE - Hole 2

/ WHITE WIRE-Hole3.
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Insert Wire WIth Sockets Into The

Proper Locations In The Housing:
RED WIRE -Hole 1
BLACK WIRE - Hole 2
WHITE WIRE - Hole 3
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Amp 3 Socket
Connector
Housing.

wIRE HARNESS
FOR CONTROL

'WHITE
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/
Wire HarnessWith Amp
3 Pin Connector
Attached To Hide Away
Strobe light Head.

RED

wIRE HARNESS
FOR POwER
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MODEL NO. 21.6600
4 OUTLET KIT

Allwiring.connectors
and mounting screws
ARE included.

21.7121 STROBE BULB
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LIMITEDWARRANTY

Able 2 Products Company warrants each new product (except bulbs and strobe tubes) to be free from defects in material and work-
manship for a period of two years from the date of purchase. During this warranty period, the obligation of Able 2 is limited to repair-
ing or replacing, as Able 2 may elect, any part or parts, which after examination by Able 2 are determined to be defective, when they
are delivered pre-paid. This limited warranty does not cover travel expense, the cost of specialized equipment for gaining access to the
product, or labor charges for the removal and re-installation of the product.

Able 2 Products Company shall not be liable for incidental or consequential damages, including but not limited to: Loss of use of vehi-
cle, Rental of substitute vehicle, Loss of time, Loss of work, Inconvenience, Transportation expenses, Telephone, Lodging, Loss of rev-
enue, Loss of and/or damage to personal property for or arising out of breach of any express or implied warranty of its products.

Use of lamp or other electrical load of a wattage higher than installed or recommended by the factory, or use of inappropriate or inad-
equate wiring or circuit protection causes this limited warranty to become void. Able 2 Products Company will in no way be liable for
any loss of profits or any indirect or consequential damages arising out of any such defect in material and workmanship whether loss
is due to negligence or breach of warranty. This limited warranty does not apply to shipping damage, accident, alteration, tampering,
misuse or abuse and unauthorized service.

This limited warranty is expressly in lieu of all other express or implied warranties, including the implied warranty of merchantability and
the implied warranty of fitness for a particular purpose, and of all other obligations or liabilities on the part of Able 2 Products Company.
There are no warranties, unless expressed in authorized Able 2 literature, which extend beyond the description of the face hereof. No
dealer, distributor, employee, or representative of the company is authorized to change this warranty in any way or to grant any other
warranty.

PRODUCTRETURNS

If a product must be returned, contact our factory by calling 1-800-641-4098 to obtain a Return Authorization Number (RA)before you
ship the product. Write the RA Number clearly on the package and return it to Able 2 Products Company, P.O.Box 543, 804 E. Hwy.
248, Cassville, MO 65625-0543. A packing slip should be included with all shipments listing the sender's name, address, daytime
phone number and description of defect. Your product will be put in first-class operating condition or replaced with a new part, and
returned pre-paid.

WARRANTIES: Strobe PowerSupplies. . . . . . . . . . . . . . . . . . .5 Years
All Other Products (EXCEPTBulbs) 2 Years (under normal use)
Strobe Tubes 1Year(undernormaluse)
NOTE: Halogen and Incandescent Bulbs are not covered by warranty. Revised February2004


